
Z-TQUAD-8

Z-TQUAD-DVC (OE)

Z-TQUAD-1M / 3M / 5M

Z-TQUAD-EXT

Sheathing   : Snake-skin black

8 pin connection cable with Molex Mini-Fit connectors on both sides 
suitable for Z-TQUAD-8

Number of contact pairs  : 4 pairs
Max. power per contact pair  : 200W (2 Ohm) / 400W (4 Ohm)
Connectors (both sides)  : 8-Pin Molex Mini-Fit (f)

Available lengths   : 1m / 3m / 5m

Z-TQUAD-1M / 3M / 5M

Number of contact pairs  : 4 pairs

Extension adapter with Molex Mini-Fit connectors (m) suitable for

Max. power per contact pair  : 200W (2 Ohm) / 400W (4 Ohm)

Sheathing   : Snake-skin black
Length    : 20cm

Connectors (both sides)  : 8-Pin Molex Mini-Fit (m)

Z-TQUAD-3M

Z-TQUAD-1M

Z-TQUAD-5M

Z-TQUAD-DVC Z-TQUAD-DVC-OE

ALL PRICES NET EXCLUDING VAT - MISPRINTS AND ERRORS ARE RESERVED
AUDIO SYSTEM GERMANY - AXEL FÖRDERER - FALLTORSTRASSE 6 - 76707 HAMBRÜCKEN

Z-TQUAD SERIES 

5€Z-TQUAD-8

2,50€Z-TQUAD-DVC OE

25€

2,50€

Z-TQUAD-5M

Z-TQUAD-EXT

2,50€Z-TQUAD-DVC

17,50€Z-TQUAD-3M
7,50€Z-TQUAD-1M

Connection cable for woofer to Z-TQUAD-8 with 2.8/4.8mm blade connectors

Connection woofer side (not OE) : 2 pairs blade connectors(f) (2.8 & 4.8mm)

Max. power per contact pair  : 200W (2 Ohm) / 400W (4 Ohm)
Number of contact pairs  : 2 pairs

Length    : 50cm
Connection terminal side  : 2 pairs blade connectors(f) (2.8 & 4.8mm)

Connection woofer side (OE)  : open ends / tinned

Attention! Only 2 contact pairs, for fully loaded Z-TQUAD-8  2x Z-TQUAD-DVC (OE) 
needed!

Max. power per contact pair  : 240W (2 Ohm) / 480W (4 Ohm)

      (2.8 & 4.8mm)

58mm installation terminal with Molex Mini-Fit connector and 2.8/4.8mm 
blade connectors (m)

Installation diameter  : 58mm
Outer diameter   : 84mm

Connection woofer side  : 4 pairs blade connectors (m)

Connection terminal side  : 8 pin Molex Mini-Fit

Number of contact pairs  : 4 pairs
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